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AMENDMENT TO THE CLAIMS 

1. (Currently amended) A method for creating a video signal for broadcast over a cable 
channel, the method comprising th e st e ps of : 

creating a series of content pages using a graphical user interface to d e f i n e cont e nt 
for each , wherein at least a portion of at least one content page m oLthe series of 

content pages comprises updatable content that is updatable at a time after creation of 
the at least one content page of the series of content pages : 

delivering the series of content pages ever via the internet to a player at a cable 
headend; 

scheduling broadcast of the series of content pages; 

at the time of the scheduled broadcast of the series of content pages, automatically 
using the player to fetch updated content evef via the internet from an on-line content 
source unaffiliated with a party performing the delivering or the cable channel; 

automatically form i ng at l east one updated content pago us i ng tho updated updating 
the updatable content with the updated content : and 

broadcasting the series of content pages including the at l oast ono updated content 
page as the video signal over the cable channel. 

2. (Currently amended) The method of claim 1, wherein at least one content page ifi-of the 
series of content pages includes programming code directing the player to the on-line 
content source. 

3. (Original) The method of claim 1, wherein the on-line content source is comprised of at 
least one of a source for weather, news, traffic, financial, airport, health or entertainment 
information. 

4. (Currently amended) A method for issuing an alert over a plurality of channels selected 
from the group consisting of cable channels, over the air broadcast stations, direct 
broadcast satellite channels, and public and private closed-circuit video networks, the 
method comprising th e st e ps of : 

a first user creating the alert at at least one first graphical user interface; 
delivering the alert via the internet to an on-line content source affiliated with the first 
user; 

a second user, unaffiliated with the first user, creating a series of content pages 
using on e or mor e at least one f irst graphical user interfacerfsll . wherein at least one 
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content page of the series of content pages comprises information for causing at least 
one of a plurality of players at tlie plurality of cliannels to ouerv tlie on-line content 
source for the alert : 

delivering the series of content pages ever via the internet to a -the plurality of players 
at th e p l ura li ty of chann el s ; 

scheduling broadcast of the series of content pages; 

prov i d i ng a s e cond graph i ca l us e r i nt e rfac e that allows a us e r, unaff ili at e d w i th a 
party p e rform i ng th e d eli v e r i ng or th e p l ura li ty of chann el s, to cr e at e th e a le rt; 

d eli v e r i ng th e a le rt ov e r th e i nt e rn e t to an on -li n e cont e nt sourc e aff ili at e d w i th th e 

at the time of the scheduled broadcast of the series of content pages, automatically 
using at least one of the plurality of players to automatically fetch the alert evef via the 
internet from the on-line content source affiliated with the user; and 

broadcasting the series of content pages including the alert as a video signal over 
the plurality of channels. 

5. (Previously presented) The method of claim 4, wherein at least one content page of the 
series of content pages includes programming code directing the at least one of the 
plurality of players to the on-line content source. 

6. (Original) The method of claim 4, wherein the alert is comprised of at least one of an 
FEMA alert, an Amber alert, a Red Cross request, a Homeland Security alert and a 
NOAA warning. 

7. (Currently amended) A system for creating a video signal for broadcast over a cable 
channel, the system comprising: 

at least one graphical user interface for def i n i ng content for oach content pago i n 
creating a series of content pages , wherein at least a portion of at least one content 
page of the series of content pages comprises updatable content that is updatable at a 
time after creation of the at least one content page of the series of content pages : 

a network interface f or delivering the series of content pages eve? via the internet to 
a player at a cable headend; 

a scheduler for scheduling broadcast of the series of content pages; 

an on-line content source unaffiliated with a party porform i ng th e d eli v e r i ng the at 
least one graphical user interface or the cable channel; 
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a player for automatically fetching^ at the time of the scheduled broadcast of the 
series of content pages^. updated content over the internet from the on-line content 
source^ and for updating the updatable content with f orm i ng at le ast on e updat e d cont e nt 
pag e us i ng t he updated content; and 

the cable channel for broadcasting the series of content pages including the at le ast 
eee-updated content pag e as the video signal. 
8. (Currently amended) A system for issuing an alert over a plurality of channels selected 
from the group consisting of cable channels, over the air broadcast stations, direct 
broadcast satellite channels, and public and private closed-circuit video networks, the 
system comprising: 

at least one first graphical user interface that allows at least one first user to create 
the alert: 

a first network interface for delivering the alert via the internet to an on-line content 
source affiliated with the at least one first user: 

on e or mor e first at least one second graphical user interface[[s]] for creating a series 
of content pages , wherein the at least second graphical user interface is associated with 
at least one second user, wherein the at least one first and at least one second users 
are unaffiliated, and wherein at least one content page of the series of content pages 
comprises information for causing a ouerv of the on-line content source for the alert : 

a second network interface f or delivering the series of content pages over the 
internet to a plurality of players at the plurality of channels; 

a scheduler for scheduling broadcast of the series of content pages; 

on e or mor e s e cond graph i cal us e r i nt e rfac e s that a ll ow at le ast on e us e r, unaff ili at e d 
w i th a party p e rforming th e d eli v e r i ng or th e p l ura li ty of chann el s, to cr e at e th e a le rt; 

a n e twork for d eli v e r i ng th e a le rt ov e r th e i nt e rn e t to an on -li n e cont e nt sourc e 
aff ili at e d w i th th e at le ast on e us e r; 

a plurality of players for automatically fetching^ at the time of the scheduled 
broadcast of the series of content pages^ the alert ov e r via-the internet from the on-line 
content source aff ili at e d w i th th e at le ast on e us e r , wherein the alert is automatically 
fetched based upon the information for causing a query of the on-line content source 
conta i n e d w i th i n th e s e r ie s of cont e nt pag e s, _and wherein the alert is inserted into the 
series of content pages; and 

the plurality of channels for broadcasting the series of content pages including the 
alert as a video signal. 
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